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PRODUCT DESCRIPTION 
Composite element - chipboard coated on the front side with a laminate with magnetic effect; on 
the back side coated with a balancing laminate. 
 

  
 

AVAILABLE SURFACE FINISHES: 

MG2401 HGL – surface white glossy  MG2402 AFP – surface white mat 
● magnetic effect     ● magnetic effect 
● can be written on with a board marker /  ● can be written on with a board marker / 
   dry wipeable            dry wipeable 
       ● suitable for beamers 
       ● anti-fingerprint characteristics 
 
More colours, for example light grey, dark grey and black in the surface finishes HGL (glossy) and 
AFP (mat) upon request with minimum order quantity and delivery time. 
 
 
APPLICATIONS 
It is generally recommended for indoor use, e.g. for furniture construction, partition walls and wall 
panelling in shops and trade fair construction, in offices, training facilities, nurseries, healthcare 
facilities, public and commercial areas. 
 
 
PROCESSING, CLEANING AND CARE, INSCRIBING HINTS 
See our separate date sheet in the download area at www.sareco.com. 
 
 
TECHNICAL DATA (extract) 
GENERAL PROPERTIES – COMPOSITE ELEMENTS 

Properties    Unit   Value  Test standard                                      

Tolerance of nominal dimensions 
Length    mm (max. deviation)  ± 5  EN 324-1 

Width    mm (max. deviation)  ± 1  EN 324-1 
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Properties    Unit   Value  Test standard                                      

Thickness   mm (max. deviation)  ± 0.4  EN 324-1 

Rectangularity   mm/m (max. deviation) 3  EN 324-2 

Flatness   mm/m (max. deviation) 2  EN 14323 

 
CERTIFICATIONS 

 
 

 

 

 

 

 

AVAILABILITY / SIZES / THICKNESSES 

Composite element, support: chipboard quality E1 P2:   

► MG2401 HGL white glossy and MG2402 AFP white mat – AVAILABLE FROM STOCK 

► more colours – UPON REQUEST WITH MINIMUM ORDER QUANTITY AND DELIVERY TIME 

 
Sizes / Thicknesses 
3050 x 1220 x abt. 11.8 mm (chipboard = abt. 10 mm + HPL front and back side each abt. 0.9 mm) 
3050 x 1220 x abt. 17.8 mm (chipboard = abt. 16 mm + HPL front and back side each abt. 0,9 mm) 

Coating 
Front side: HPL with magnetic effect with protective film for transport 
Back side: Balancing HPL (factory choice) 
 
For additional information and technical data regarding the support please refer to the product data sheet DUHOSPAN®. 
 

Additional finishes (different support, thickness) are available upon request with minimum order 
quantity and a longer delivery time. 
 
 
Edgebanding 
Available in different qualities, thicknesses and widths. 
 
 
Additional technical data upon request. 
 
 
 
 
The information in this product data sheet is based on our current knowledge and experience. However, they do not release you from 
your own experiments and tests. A legally binding assurance of the properties or the suitability for a specific purpose cannot be derived 
from our information. Any protective rights as well as existing laws and regulations must be observed. Status: March 2026 

FSC® certified products are available upon 
request and availability. 
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