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PRODUCT DESCRIPTION  
Chipboard or MDF board direct melamine faced on both sides with an approx. 0.8 mm thick multi-
layer structure. 

 

The structure of the face and back is comparable to a laminate (HPL / CPL), consisting of a decor 
and core papers, which are pressed onto the substrate in just one work step. 

Available decors – PLAIN COLOURS, SOFTTOUCH, ORGANICS and WOOD 
REPRODUCTIONS - and all structures according to the basic collection - see www.sareco.com. 

Further decors / colours on request with minimum quantity and delivery time. 

Also available in a fire-retardant version under the name DUHO-OPTIMA FR SPAN. 
This version, with E1 P2 chipboard as a substrate and decorative paper from the entire 
basic collection (PLAIN COLOURS, ORGANICS and WOOD REPRODUCTIONS) and 

all textures, has a fire classification of B-s1,d0 according to EN 13501-1:2018, tested in 
combination. 

The detailed classification report is available on our website www.sareco.com in the download 
section under CERTIFICATES / TEST REPORTS - CLASSIFICATION REACTION TO FIRE 
DUHO-OPTIMA FR SPAN. 
 
 
APPLICATIONS 
The additional core paper layers create a robust, extremely hard-wearing surface that is 
recommended for applications in heavy-duty interior design. Its properties make it particularly 
suitable for furniture fronts and wall panelling in public spaces.  

DUHO-OPTIMA FR SPAN is also suitable for applications with increased fire safety 
requirements. 
 

 
CLEANING AND CARE INSTRUCTIONS 
DUHO-OPTIMA surfaces do not require any special care. 
If necessary, the surface can be cleaned with soft, non-abrasive cloths or sponges. 
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All commercially available surfactant-based cleaning agents are suitable, provided they do not 
contain any abrasive components. In addition to abrasive agents, no strong acids or bleaching 
agents may be used for cleaning. 

 
TECHNICAL DATA (Extract) 
The DUHO-OPTIMA surface was tested by EPH Dresden according to DIN EN438-2:2016-06 
with the following results (test surface decor 131/5 RM): 

Properties                  Unit  Test Result      Test Standard 

Resistance to surface abrasion  Rotations       ˃ 400        DIN EN 438-3:2016-06//10 

Resistance to water vapour    Grade   4        DIN EN 438-3:2016-06//14 

Resistance to dry heat (160°C)    Grade   4        DIN EN 438-3:2016-06//16 

Resistance to damp heat (100°C)   Grade   4        DIN EN 438-3:2016-06//18 

Resistance to impact stress       N             18        DIN EN 438-3:2016-06//20 

Scratch resistance                 Grade   5        DIN EN 438-3:2016-06//25 

Stain resistance      Grade   5        DIN EN 438-3:2016-06//26 

Light fastness             Grey Scale  4        DIN EN 438-3:2016-06//27        

         

 

CERTIFICATIONS 
 
 

 

 

 

 

 

 

 

AVAILABILITY / SIZES / THICKNESSES 

● DUHO-OPTIMA - direct melamine faced with multi-layer structure 
Final thickness = thickness of the substrate (chipboard / MDF board) + approx. 1.6 mm 

 
Available range of substrate sizes            ◄ 2100 - 3675 mm ►                     
                                                                ▲ 
                                        1030 – 1300 mm 
                                                                ▼  
 
 

FSC®- and PEFC™ certified products are 
available upon request and availability. 
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● DUHO-OPTIMA FR SPAN - direct melamine faced with multi-layer structure 
Final thickness = thickness of the substrate (chipboard) + approx. 1.6 mm 

 
Available range of substrate sizes            ◄ 2100 - 3675 mm ►                     
                                                                ▲ 
                                        1030 – 1300 mm 
                                                                ▼  

 

For information and technical data on the substrate material, see the DUHOSPAN® and DUHO-
MDF® product data sheets. 
 
Melamine versions: 
◦ Front side décor / back side balancing material factory choice 
◦ Both sides décor 
 
Edgebanding 
Available in different qualities, thicknesses and widths. 
 
 
Additional technical data upon request. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
The information in this product data sheet is based on our current knowledge and experience. However, they do not release you from 
your own experiments and tests. A legally binding assurance of the properties or the suitability for a specific purpose cannot be derived 
from our information. Any protective rights as well as existing laws and regulations must be observed. Status: January 2026 
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